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Modern  Printers  provide myriad  finishing  options  such  as  duplex,  punch  and  staple  etc.  for  a  printed  document. 


























Modern printers provide  support  for Wi‐Fi Direct  functionality which enables them to connect wirelessly  as Wi‐Fi 
clients to a secure Wi‐Fi network and simultaneously enable them to create an Access‐Point (AP)  network of their own, 
where guest users can connect. The following steps summarize the whole workflow of the solution: ‐ 
1. User  selects  a  print  metadata  option  (such  as  auto‐duplex  etc.)  which  is  not  supported  by  the  user‐
selected printer. 
2. The  chosen  printer  (henceforth  called  as  source  printer)  scans  for  Wi‐Fi  SSIDs  of  neighboring  printers 
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and  zeroes  in on  those which matches  the metadata options which  the user wants.  The  source printer 
might parse the Vendor‐Specific IEs transmitted by these  Printer SSIDs to determine the ones which provide 
a better printing experience than itself. 





5. The  source  printer maintains  a  table  of  print  job  name,  print  job  itself,  user‐chosen  destination  printer 
SSID and the random password. It sends the print job name and the random password to  the destination 
printer where these details are saved as a stored job skeletal. 










with the entries maintained by source printer  in its table,  it would send a probe  request  to  connect  to 
destination printer’s SSID using the password generated in step 5 above. 
10. The standard Wi‐Fi probe response from the destination printer followed by authentication and  association 
would  follow,  post‐which  the  source  printer  would  be  connected  as  a  Wi‐Fi  client  to  the  destination 
printer’s AP  interface. The print  job would be then transferred over secure Wi‐Fi  from source printer to 






Smart Device connected 






Step 4: - 
Source  Printer  connects 










































Is  the chosen print metadata
option(s)? 
Not Supported
User selects one of the SSIDs displayed
End
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